
HygienicMaster Electromagnetic Flowmeter

The clean choice for hygienic applications

ABB Instrumentation



HygienicMaster

The perfect balance of power, 
performance, flexibility and control 
from The Masters of Flow   
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HygienicMaster is designed specifically for the  
food & beverage, pharmaceutical and biotechnology 
industries. 

Manufactured from FDA approved materials and 
certified in accordance with EHEDG and 3A, 
HygienicMaster sets a new benchmark. It is packed 
with advanced features and functionality that enable 
you to operate more efficiently, reduce costs and 
increase profitably.

In fact, it doesn't just plug the gaps left by 
competitive products, it is simply the best  
hygienic flow metering solution available today.

See how the operational and business 
benefits stack up...

Unrivaled in its scope and applications
expertise, ABB offers the world’s most
comprehensive range of flow measurement 
products. The FlowMaster family of products 
is unsurpassed in the number of proven 
measurement techniques, variety of models
and scope of application. 

Getting the best levels of efficiency and performance 
from your production process requires reliable, 
accurate instrumentation. HygienicMaster delivers 
the power to solve your most demanding hygienic 
applications enabling previously unattainable 
operational and financial benefits.
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Superior control through  
advanced sensor design

HygienicMaster provides a great deal of flexibility to 
the users. The variable process connections simplify 
installation, reduce inventory requirements and 
lower replacement costs.

The electrodes are embedded into the liner, 
ensuring a smooth surface without gaps or crevices. 
The reinforced PFA liner improves vacuum stability 
and prevents potential liner deformation. The 
sensor is fully CIP/SIP cleanable. A large selection 
of electrode materials, electrode shapes and 
connections makes HygienicMaster ideally suited 
for any process. 

HygienicMaster is manufactured from FDA approved 
materials and certified in accordance with EHEDG 
and 3A. Using advanced filtering technology, 
HygienicMaster improves accuracy by separating the 
signal from the noise, resulting in better product 
quality and highest reliability.

Powerful and flexible transmitter

All product versions utilize a common electronics 
cartridge to lower inventory costs and spare parts.
This same cartridge can be deployed in integral 
and remote installations - including hazardous area 
locations - and features active/passive current and 
pulsed outputs. Standard HART protocol enables 
online modification and monitoring of parameters.

The backlit, graphical display can be easily rotated 
through 270° without the need for any tools, 
allowing field teams to customize the display that 
best fits their needs. “Through-the-glass” control 
allows local operator interface to input short,  
quick data for all user specific parameters.

The universal ABB Human Machine Interface (HMI) 
simplifies operation, maintenance and training; 
thereby reducing cost of ownership and providing 
one common user experience.

Gore-Tex® membrane

Through-the-glass control

Intuitive navigation  
with Softkeys

SensorMemory

Common electronic cartridge fulfills all 
hazardous area requirements

HygienicMaster is the very latest in ABB’s flow 
metering technologies and brings a proven 
level of performance, which is unsurpassed 
in electromagnetic flow measurement. Higher 
accuracy and advanced signal processing  
ensure lowest cost of ownership. HygienicMaster 
was developed in response to our  
customers' demands and driven by  
our comprehensive knowledge of  
their flow metering requirements.

The clean choice for hygienic applications

Backlit graphical display
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Intuitive navigation and configuration

The user-friendly interface allows quick and  
simple data entry for all process parameters.  
“Easy Setup" guides the operator step by step  
through the menu to set parameters as fast as 
possible. Softkey functionality, makes configuration  
as simple as using a mobile phone.

Speed, ease and security in the field

Advanced data storage inside the sensor eliminates 
the need to match sensor and transmitter in the 
field. The on-board sensor memory removes the 
potential problems associated with pluggable data 
memory modules.

On initial installation, the self-configuration 
sequence automatically replicates all data into 
the transmitter, eliminating the opportunity for 
errors and leading to increased speed of start-up. 
Redundant storage of data in both the sensor and 
the transmitter memory is continually updated 
during all operations to ensure total integrity  
of the measurement.

Easy access to wiring also minimizes the time  
for problem solving in the field.

 

Optimum reliability with breathable 
Gore-Tex® membrane

Moisture ingress can cause drift and measurement 
inaccuracy or even product failure when using 
conventional Magmeters in humid environments 
or areas with large temperature fluctuations, 
HygienicMaster’s robust and rugged design is  
well-suited for these conditions as it can incorporate 
a Gore-Tex® membrane in both the sensor and 
transmitter. The fully encapsulated electronics 
reduce moisture ingress and enhance overall 
product reliability.
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Detailed diagnostics for rapid  
decision making 

HygienicMaster monitors its own operability  
and your process. It is proven to be robust and 
reliable, with unmatched diagnostic capabilities 
providing the right information to keep the process 
up and running. In accordance with NAMUR  
NE107, alarms and warnings are classified with 
the status classifications such as ‘maintenance 
required,’ ‘function check,’ ‘failure’ and ‘outside of 
specification’. 

Using the infrared service port, future enhanced 
diagnostics can be inserted without interruption  
of the operation.

The perfect balance of power, performance, flexibility and control

Service tools

The sensor simulator helps to validate and optimize the 
transmitter's performance giving a reference that is not 
effected by conditions at the measuring location.

An infrared service port also makes it easy for recorded 
data to be exported for further analysis and evaluation. 
This allows critical factors to be identified early and 
corrective actions to be taken quickly. In this way, the 
process can be optimized for greater productivity  
and less downtime.

Attention to the smallest technical 
detail delivers big operational benefits 

ABB’s HygienicMaster sets the standard for hygienic 
flow measurement and management applications. 
Leveraging advanced measuring techniques, 
HygienicMaster delivers the power to solve your most 
demanding applications, enabling you to achieve and 
surpass your operational and financial targets.
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Advanced signal processing provides outstanding 
measurement performance with long-term stability. 
This results in low cost of ownership throughout  
the product life cycle.

HygienicMaster helps cut costs, without reducing 
functionality. As you have come to expect from  
ABB, this innovative product is packed with technical 
advances that each deliver a clear business and 
performance benefit. In fact, HygienicMaster  
doesn’t just plug the gaps left by competitive 
products, it helps cut costs, without reducing 
functionality. 

HygienicMaster 
The clean choice for hygienic applications

Choose HygienicMaster with confidence for the health of your business.

Key data

Meter size:  DN 3…100 (1/10…4")
Process connections:  Weld stubs, threaded pipe connections, Tri-Clamps, 

external threads, wafers
Liners:  PFA, reinforced and vacuum stable 
Type of protection:  IP 67 or IP 68
Accuracy:  0.4 % (option 0.2 %) 
Signal inputs/outputs: Current output 4…20 mA active or passive
  Pulse output active or passive
  Contact output
  Contact input
Communication:  HART (Standard)
Certificates:  3A, FDA, EHEDG
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Germany

ABB Automation  
Products GmbH 
Borsigstr. 2 
����� Alzenau  
Tel: +�9 ��1 90� ���  
Fax: +�9 ��1 90� ���

The Company’s policy is one of continuous  
product improvement and the right is reserved to modify  

the information contained herein without notice.

Printed in the UK (10.200�)
© ABB 200�

UK

ABB Limited 
Oldends Lane 
Stonehouse 
Gloucestershire GL10 �TA 
Tel: +�� 1��� 82� ��1 
Fax: +�� 1��� 829 ��1

Italy

ABB Sace S.p.A. 
Via Statale 11�  
2201� Lenno (CO)  
Tel: +�9 0��� �8111 
Fax: +�9 0��� ��2�8

USA

ABB Inc. 
12� E. County Line Road 
Warminster, PA 189��-�99� 
Tel: +1 21� ��� �000 
Fax: +1 21� ��� �18�

China

ABB (China) Ltd. 
��th Floor Raffles City  
(Office Tower) 
2�8 Xizang Zhong Lu 
Shanghai, 200001 
Tel: +8� 21 �1228888 
Fax: +8� 21 �1228892

ABB is a leader in power and automation technologies  
that enable utility and industry customers to improve  
performance while lowering environmental impact.
The ABB Group of companies operates in around  
100 countries and employs about 111,000 people.

www.abb.com/flow


